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OSHA Regulations 

 

1910.136(a) 

General requirements. The employer shall ensure that each affected employee uses protective footwear when working in areas where 

there is a danger of foot injuries due to falling or rolling objects, or objects piercing the sole, or when the use of protective footwear will            

protect the affected employee from an electrical hazard, such as a static-discharge or electric-shock hazard, that remains after the                   

employer takes other necessary protective measures. 

 

Talking Points:                                                                                                                                                                                                                       

No open toed shoes such as Crocs or flip flops should be worn while working.   Talk of the consequences wearing such shoes while               

working.  Pressure washing has danger of injection wounds and stress the dangers associated with these types of wounds.   

 

1910.136(b) 

Criteria for protective footwear. 

 

1910.136(b)(1) 

Protective footwear must comply with any of the following consensus standards: 

 

1910.136(b)(1)(i) 

ASTM F-2412-2005, "Standard Test Methods for Foot Protection," and ASTM F-2413-2005, "Standard Specification for Performance               

Requirements for Protective Footwear," which are incorporated by reference in § 1910.6; 

 

1910.136(b)(1)(ii) 

ANSI Z41-1999, "American National Standard for Personal Protection -- Protective Footwear," which is incorporated by reference in                     

§ 1910.6; or 

 

1910.136(b)(1)(iii) 

ANSI Z41-1991, "American National Standard for Personal Protection -- Protective Footwear," which is incorporated by reference in                    

§ 1910.6. 

 

1910.136(b)(2) 

Protective footwear that the employer demonstrates is at least as effective as protective footwear that is constructed in accordance with one 

of the above consensus standards will be deemed to be in compliance with the requirements of this section. 

 

Talking Points:                                                                                                                                                                                                               

While steel toed shoes may not be necessary for window cleaning or pressure washing we should have appropriate shoes on for the type 

of work we are doing. 
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